MATERIAL SAFETY DATA SHEET
INSULAM LH

Manufacture’s Name:
C-K Composites, Inc.

Address:

               P.O. Box 1087




361 Bridgeport Rd.




Mt. Pleasant, PA  15666

Telephone:

724/547-4581

Fax:


724/547-2890

Date Prepared:

August 3, 2006

SECTION 1  -  IDENTITY
Common Name: Insulam LH Phenolic Wood Laminate

Cas. No. 9003-35-4

Chemical Name: Phenolic Formaldehyde Polymer & Beech Wood

Chemical Family: Phenolic Resin

Formula: (C6H6O CH2O) X

SECTION 2 - HAZARDOUS INGREDIENTS 

Principal Hazardous Components                                  %                      Threshold

Chemical & Common Name




Limited Value

Phenol Formaldehyde Polymer


<1%



Free Phenol



<5 ppm


Free Formaldehyde


<2 ppm

SECTION 3 - PHYSICAL & CHEMICAL CHARACTERISTICS

(Fire & Explosion Data)

Boiling Pt.: N/A


S.P.: N/A

Vapor Pressure: N/A

% Volatile: N/A


Vapor Density: N/A
Evap. Rate: N/A

Solubility in water:  Negligible

Reactivity in water: Negligible

Flash Point: N/A


Extinguisher Media: H2O

Auto-Ignition Temperature: >400 F

Special Fire Fighting Procedures:  Wear self contained breathing apparatus;

phenol vapors and oxides of nitrogen may evolve during combustion.

Unusual Fire/Explosion Hazards: None



SECTION 4 - PHYSICAL HAZARDS

Stability: Stable



Incompatibility: None

Haz. Decomposition Products: During combustion of scrap—some phenol vapors and oxides of 


Nitrogen may evolve.

Hazardous Polymerization: Will not occur.

SECTION 5 - HEALTH HAZARDS

Threshold Limit Value: Phenol Formaldehyde Polymer 

<2 ppm

Signs/Symptoms of Exposure: N/A

Chronic Overexposure: N/A

Medical Conditions aggravated by exposure: N/A

Listed as carcinogen: No

Emergency/First Aid Procedures: None

Inhalation: Irritation of mucous membranes

Eyes: Irritant - wood phenolic particles

Skin: Irritant - prolonged contact of wood phenolic particles could cause dermatitis.

SECTION 6 - SPECIAL PROTECTION INFORMATION

Respiratory Protections: Chemical Cartridge

Protective Gloves: Impervious

Eyes: Goggles or Face Shield

Other: Impervious jacket/pants to avoid skin contact

SECTION 7 - SPECIAL PRECAUTIONS AND SPILL/LEAK PRODECURES

Handling/Storage: Wood phenolic scrap should be collected and baked in an oven for a minimum of 3

                           hours at 150( C to reduce amount of leachable phenolics to <12 mg/L.

Steps to be taken in case material is released/spilled: Material should be collected in suitable containers



to bake material in oven to reduce amount of uncured phenolic resins.

Waste Disposal Methods: Solid waste disposal in approved landfill.

�PAGE \# "'Page: '#'�'"  ��





PAGE  
2

